
  ELECTRICAL INDUSTRIAL INSTALLATIONS 

 

 

POWER SUPPLIES 

Three-phase Power 
Supply 

 
DL 2102AL 

 

Suitable for a three‐phase 
supply at the mains 
voltage and frequency. 
Output: three‐phase + N 
+ T at safety 
terminals.  
Protection through 
differential 
magneto‐thermal switch 
and pilot lamp. 
Key operated switch for 
the three‐phase 
supply and pilot lamps for 
the three phases. 
 
 
 
 

DC Power Supply 
 

 
DL 2102ALCC 

Suitable for supplying the 
dc low voltage to 
the inductive, capacitive 
and optical sensors 
of the laboratory. 
Complete with a 12 V 
relay with a changeover 
NC contact. 

MODULES 

 
Emergency Pushbutton 

 
DL 2102T01 

 

 

 
Mushroom type red 
emergency pushbutton 
for the manual control 
and the fast opening of 
the circuit in case of 
emergency. 
Complete with 1 NO and 
1 NC contacts. 
Isolating rated voltage: 
660 Vac 
Thermal rated current: 
10 A 

 

Three Pushbuttons 

 
DL 2102T02 

 

 
 
 
 
Three pushbuttons, red, 
yellow and green, 
complete with 1 NO and 
1 NC contacts, suitable 
for the manual control of 
electric circuits in direct 
and alternate current. 
Isolating rated voltage: 
660 Vac 
Thermal rated current: 
10 A 

    
 


